SCHEMA DI COLLEGAMENTO RADIOCOMANDO TELECRANE
Radiocomando Modello : SILVER MAGNUM F23-8D-6   

[image: image1.jpg]COM2 14
EAST 18/INO (15) (
EAST 1S/NC (16) (
EAST2SINO (17) (
EAST 28/NC (18) (
WEST 18/NO (19) (
WEST 18INC (20) (
WEST28/NO (21) (
WEST 28/NC (22) (
SOUTH 1SN0 (23) (
SOUTH1SINC (24) (
SOUTH28INO (25) (
SOUTH2SINC (26) (
NORTH 18NO (27) (
NORTH 18INC (28) (
NORTH28NO (29) (
NORTH28/NC (30) (

Ej AC1
O8AFY)
AC2

10ACFS)

_r(\.’—‘ MAIN-IN

T STOP MAIN1
STOP MAIN2

T wan-our

CoM1

UP 1S/INO
UP 18/NC
UP 28/NO
UP 28/NC
DOWN 1SINO
DOWN 1SINC
DOWN 28/NO
DOWN 2S/NC

«2)

3)

(5)
6)
7)

8)
9)
10)
1)

(12)
13)




Cavo di collegamento multiplo (multi connection cable): 

Lunghezza (lenght) 


2.5 m 

N° conduttori (conductors No.) 

30

Sezione (section) 



0.75 mm

NOTA: Inserire all’interno delle parentesi (  ) il numero del cavo o del morsetto proveniente dal quadro a bordo macchina a cui viene collegato il corrispondente cavo proveniente dal radiocomando.

Date:                              


Timbro e firma:                              


